panel
accessories

ferrule quick fit
locator
Pushes into the ferrule and releases when the
panel is lifted. A special built-in seal prevents
slurry leakage into the ferrule. The 45mm
square base can be nailed, or will accommodate
double sided tape, which can be cut from
standard strips
Product Code
FWQF12 (Red)
FWQF16 (Green)
FWQF20 (Blue)

Qty per box
100
100
100

Mass kg per 100
0.6
0.6
0.6

nailing plates
Screws into the ferrule and mechanically
fastened to the formwork. Popular sizes are
also available with built-in antennae for easy
location of plates after casting. Where coil
threaded ferrules are used at bracing locations,
a special nailing plate is available.
Product Code
Qty per box
FWNP12 (Red)
100
FWNP16 (Green)
100
FWNP16A (Lime Green)
100
FWNP20 (Blue)
100
FWNP20A (Lime Green)
100
FWNP20C (Brown)
100
FWNP24 (Yellow)
100
A = Available with built-in Antenna.
C= Suits coil thread.

Mass kg per 100
0.9
1.0
1.0
1.0
1.0
1.0
1.0

panel
accessories
ferrule locators
Can be nailed or glued. Smaller in diameter
than glue-on or nailing plates and locates
ferrules closer to the surface. Available as a
screw-in type only.
Product Code
FWFL16 (Green)
FWFL20 (Blue)
FWFL24 (Yellow)

Qty per bag
100
100
100

Mass kg per 100
0.3
0.4
0.6

glue-on plates
Connects to formwork with double sided tape
and screws into ferrule. The recess on the
bottom side of the base allows for easy removal
after the panels have been lifted.
Product Code

Qty per bag

Mass kg per 100

FWGP12 (Red)

100

1.1

FWGP16 (Green)

100

1.2

FWGP20 (Blue)

100

1.2

FWGP24 (Yellow)

100

1.2

glue-on spots
& strips
Strong double sided adhesive approximately
1mm thick. Comes complete with backing
strips to allow pre-fixing to plates and locators.
Product Code
FWGSPOT

(APPROX. 58mm Dia.)
Sold in quantities of 100.

FWGSTRIP

(40.5mm wide x 66m rolls.)

FWGSQR

(45mm x 45mm.)

Panel Access No. 02

Sold in quantities of 100.
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